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WESTERBEKE 7 MARINE ENGINE




WESTERBEKE 7

Type: One cylinder four cycle vertical diesel.
Displacement: 18.5 cu. in. (303 cc.); bore 3", stroke 2%".
Power: 7 hp. at 3600 rpm continuous.

Compression Ratio: 17:1.

Weight: 186 |b. with 2:1 reduction gear.

Cylinder Block: Aluminum.

Cylinder: Cast Iron.

Cylinder Head: Aluminum.

Crankshaft: Steel, counterbalanced.

Connecting Rod: Forged Steel.

Piston: Aluminum.

Bearings: Tri metal.

Lubrication: Full pressure to main and large end bearings.
Full flow integral replaceable lube oil filter.

Cooling System: Fresh water cooling with heat exchanger.

Installation Angle: 15° maximum.

Fuel System: Bryce injection pump, variable speed
governor with automatic overload control. Camshaft
driven fuel lift pump with hand primer.

Fuel Consumption: See fuel consumption curve.

Electrical System: 12-volt starter, 55-amp alternator.

Transmission: Paragon/Westerbeke 2:1 reduction and
reverse gear with positive neutral.

Standard Equipment: 2:1 manual reverse and reduction
gear; electric starter, 55-amp alternator, factory pre-
wiring with push-button start; closed circuit cooling
system with heat exchanger, fresh and raw water
pumps mounted; adjustable flexible engine mounts;
full flow lube oil filter, sump pump and hose; fire-
shielded flexible hose connections for fuel supply and
return, secondary fuel oil filter, fuel lift pump with
hand primer; threaded 1" IPS exhaust flange; mount-
ing brackets for control cables; illustrated parts list
and instruction manual.

Optional Equipment: Pre-wired instrument panel, indi-
cating oil pressure, water temperature, and amps, with
10-foot plug-in cable; Hydro-hush stainless steel
water lift muffler; water-injected exhaust elbow;
primary fuel oil filter; flexible shaft coupling; sea water
strainer; on-board spare parts kit.
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