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IMPORTANT

PRODUCT SOFTWARE NOTICE

Product software of all kinds, such as brochures, drawings,
technical data, operator's and workshop manuals, parts lists
and parts price lists, and other information, instructions
and specifications provided from sources other than
Westerbeke, is not within Westerbeke's control and, accor-
dingly, is provided to Westerbeke customers only as a cour-
tesy and service. WESTERBEKE CANNOT BE RESPONSIBLE FOR THE
CONTENT OF SUCH SOFTWARE, MAKES NO WARRANTIES OR
REPRESENTATIONS WITH RESPECT THERETO, INCLUDING THE ACCURACY,
TIMELINESS OR COMPLETENESS THEREOF, AND WILL IN NO EVENT BE
LIABLE FOR ANY TYPE OF DAMAGES OR INJURY INCURRED 1IN
CONNECTION WITH, OR ARISING OUT OF, THE FURNISHING OR USE OF
SUCH SOFTWARE. '

For example, components and sub-assemblies incorporated in
Westerbeke's products and supplied by others (such as engine
blocks, fuel systems and components, transmissions, electri-
cal components, pumps and other products) are generally sup-
ported by their manufacturers with their own software, and
Westerbeke must depend on such software for the design of
Westerbeke's own product software. Such software may be out-
dated and no 1longer accurate. Routine changes made by
Westerbeke's suppliers, of which Westerbeke rarely has notice
in advance, are frequently not reflected in the supplier's
software until after such changes take place.

Westerbeke customers should also keep in mind the time span
between printings of Westerbeke product software, and the
unavoidable existence of earlier, non-current Westerbeke
software editions in the field. Additionally, most
Westerbeke  products include customer-requested special
features that frequently do not include complete documen-
tation.

In sum, product software provided with Westerbeke products,
whether from Westerbeke or other suppliers, must not and can-
not be relied upon exclusively as the definitive authority on
the respective product. It not only makes good sense, but is
imperative that appropriate representatives of Westerbeke or
the supplier in question be consulted to determine the
accuracy and currency of the product software being consulted
by the customer.
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INTRODUCTION

THIS MANUAL IS A GENERAL GUIDE TO THE INSTALLATION, START-UP,
OPERATION AND MAINTENANCE OF YOUR WESTERBEKE MARINE DIESEL ENGINE.
THE INFORMATION IT CONTAINS IS VITAL TO THE ENGINE'S DEPENDABLE,
LONG TERM OPERATION.

READ IT !

KEEP IT IN A SAFE DRY PLACE !

KEEP IT HANDY FOR REFERENCE AT ALL TIMES !
FAILURE TO DO SO WILL INVITE SERIOUS RISK, NOT ONLY TO YOUR
INVESTMENT BUT YOUR SAFETY AS WELL.

UNDERSTANDING THE DIESEL....

The diesel engine closely resembles the gasoline engine inasmuch
as the mechanism is essentially the same. 1Its cylinders are arranged
above its closed crankcase; its crankshaft is of the same general type
as that of a gasoline engine; it has the same sort of valves,
camshaft, pistons, connecting rods, lubricating system and reverse and
reduction gear.

Therefore, it follows to a great extent that a diesel engine
requires the same preventative maintenance as that which any intelli-
gent operator would give to a gasoline engine. The most important
factors are proper maintenance of the fuel, lubricating and cooling
systems. Replacement of fuel and lubricating filter elements at the
time periods specified is a must, and frequent checking for con-
tamination (i.e. water, sediment,etc.) in the fuel system is also
essential. Another important factor is the use of the same brand of
"high detergent”™ diesel 1lubricating oil designed specifically for
diesel engines.

The diesel engine does differ from the gasoline engine, however,
in the method of handling and firing its fuel. The carburetor and
ignition systems are done away with and in their place is a single
component - the Fuel Injection Pump - which performs the function of
both.

Unremitting care and attention at the factory have resulted in a
Westerbeke engine capable of many thousands of hours of dependable
service. What the manufacturer cannot control, however, is the treat-
ment it receives in service. This part rests with you!

ORDERING PARTS

Whenever replacement parts are needed, always include the complete
part description and part number (see separate Parts List). Be sure
to include the engine's model and serial number. Also, be sure to
insist upon Westerbeke factory packaged parts, because "will fit"
parts are frequently not made to the same specifications as original
equipment.

GENERATOR SETS

Westerbeke diesels are used for both the propulsion of boats and
for generating electrical power. For generator set applications, all
details of this Manual apply, except in regard to certain portions of
the Installation, Operation and Maintenance sections. Additional
information 1is provided in the section titled Generator Sets,
Section T.



INSTALLATION

Since the boats in which these engines and generators
are used are many and varied, details of engine installation
are equally so. It is not the purpose of this section to
advise boatyards and engine installers on the generally well
understood and well developed procedures for installation of
engines. However, the following outline of general procedure
is included because it is valuable in explaining the func-
tions of each component, the reasons why, the precautions to
be watched and the relationship of the installation to the
operation of the engine. There are details of the installa-
tion which should have a periodic check and of which the
operator should have a thorough understanding to insure good
operating conditions for the engine and correct procedure for
its servicing.

INSPECTION OF EQUIPMENT

The engine is shipped from the factory mounted securely and pro-
perly crated. Accessory equipment is shipped in a separate small box,
usually packed with the engine crate.

Before accepting shipment from the transportation company, the
crate should be opened and an inspection made for concealed damage.
If either visible or concealed damage is noted, you should require the
delivering agent to sign "Received in damaged condition". Also check
contents of the shipment against the packing list and make sure note
is made of any discrepancies. This is your protection against loss or
damage. Claims for loss or damage must be made to the carrier, not to
J. H. Westerbeke Corporation.

RIGGING AND LIFTING

The engine is fitted with lifting rings.

Rope or chain slings should be attached to the rings and the
engine lifted by means of tackle attached to this sling. The lifting
rings have been designed to carry the full weight of the engine;
therefore, auxiliary slings are not required or desired.

CAUTION: Slings must not be so short as to place the engine
lifting eyes in significant sheer stress. Strain on the engine
lifting eyes must not be in excess of 10° from the vertical. A spacer
bar must be placed between the two lifting eyes, if supported by valve
cover studs.

The general rule in moving engines is to see that all equipment
used is amply strong and firmly fixed in place. Move the engine a
little at a time and see that it is firmly supported. Eliminate
possibility of accidents by avoiding haste. Do not lift from the pro-
peller coupling, or pry against this with crowbar, as you may distort
the coupling.

In some cases it may be necessary to lift the engine in other than
the regular horizontal position. It may be that the engine must be
lowered endwise through a small hatchway which cannot be made larger.
If the opening is extremely restricted, it is possible to reduce, to
some extent, the outside clearances such as generator, cooling piping,
water tank, filters, mounting lugs, etc. This accessory equipment
should be removed by a competent mechanic and special care should be
























































































































































































































































































































































































































































































