
SERVICE BULLETIN
DATE:31 MAY 2005 SERVICE BULLETIN #246

MODELS: WESTERBEKE GASOLINE GENERATORS 5.0BCG, 5.0BCGA, 7.0BCGC.
7.0BCGD, 8.0BEG, 10.0BEG, 12.5BEG, 15.0BEG, 20.0BEG, 20.0BEGA. 25.0BEG and
25.0BEGA

SUBJECT: "ON" TOGGLE SWITCH PN#048261 (METAL CHROME STYLE)

******* IMPORTANT NOTICE *******
A POTENTIAL SPARK HAZARD EXISTS FROM THE "ON" TOGGLE SWITCH (METAL
CHROME STYLE) MOUNTED IN THE GENERATOR'S CONTROL PANEL. NOTE: WHITE
PLASTIC SWITCHES ARE NOT AFFECTED.

THE WESTERBEKE GASOLINE GENERATOR MODELS LISTED ABOVE MANUFACTURED
BETWEEN JUNE 2003 (MANUFACTURING DATE CODE E306) THROUGH APRIL 2005
(MANUFACTURING DATE CODE E504) ARE AFFECTED. ALSO TOGGLE SWITCHES
PN#048261 THAT ARE IN SPARE PARTS INVENTORY.

THE MANUFACTURING DATE CODE IS THE FOUR DIGIT SUFFIX OF THE ENGINE SERIAL
NUMBER. THE ENGINE SERIAL NUMBER CAN BE FOUND ON THE UNIT'S
IDENTIFICATION PLATE THAT MAY BE ATTACHED TO THE UNIT'S EXHAUST MANIFOLD,
GENERATOR HOUSING, ROCKER COVER OR CONTROL BOX.

THERE IS A VENTILATING HOLE IN A RECTANGULAR RECESS OF THE SWITCH (SHOWN
IN THE ILLUSTRATION BELOW) THAT MUST BE SEALED TO PREVENT THE POSSIBILITY
OF A SPARK EXITING THE SWITCH HOUSING. .

FOLLOW THE STEPS BELOW TO SEAL THIS OPENING. IT IS NOT NECESSARY TO
REMOVE THE TOGGLE SWITCH TO PERFORM THIS SEALING.,~ R.8:TN4GUlAR

~ ~ R~E.5S

** WIPE CLEAN THE SURFACE AREA OF THE RECESS THAT THE VENT HOLE IS
LOCATED IN.

** GENTLY APPLY THE SEALANT PROVIDED (DOW CORNING RTV MULTI-PURPOSE
SEALANT 732) OR EQUIVALENT INTO THE RECESS TO FILL IT. AVOID PUSHING SEALANT
INTO THE VENT HOLE. IF SEALANT IS PUSHED INTO THE VENT HOLE ITCANMAKETHE
SWITCHINOPERATIVE.LET THE SEALANT DRY THOROUGHLY BEFORE USING THE
GENERATOR.

CONTACT JOE JOYCE OR BOB BISANTI AT WESTERBEKE CORPORATION IF YOU HAVE
ANY QUESTIONS. (508) 823-7677.
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